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Flexibility With a new pivoting base design
the MRB adapts to many different applications 
by attaching easily to cross arms or poles. The 
MRB's multiple configurations accommodate 
different pull angles and unique situations. 
Distribution and Transmission models are also 
available.

 

Efficiency / Strategy Designed for 
stringing advanced conductors with drones or 
helicopters. The Meta Radius Block (MRB) is the 
first stringing block that puts a large radius on the 
topside of the utility crossarm while maintaining a 
small profile. The non-conductive flyarm and 
spring-loaded gate easily guides the pull line into 
position. MRB is a new block design that will help 
advance electrical circuits. Economical / Safe  Lightweight, 

non-conductive properties reduce arc flash 
injuries and companies will see less sprain and 
strain while simultaneously expediting installa-
tion. The industry will benefit from the 
improved safety and efficiency built into this 
new lightweight design.

Made of Quality Materials, The 
MRB is superior in strength and its lightweight, 
non-conductive properties align directly with 
OSHA1910.269 (1)(2). The MRB block frame is 
machined from 6061 billet AL and the roller 
support wings are enclosed in HDPE. Delrin inner 
rollers protect conductors from galling.

UNMATCHED VERSATILITY

Flexibility With a rotating base and multiple 
mounts, our line stringer block adapts seamlessly 
to any project. Mount the MRB easily to poles and 
crossarms in a variety of configurations with our 
distribution or transmission models.

EFFICIENCY/ STRATEGY

 

DURABILITY

Made of Quality Materials our 
stringing blocks boast superior tensile strength, 
creep resistance, and durability. Lightweight 
and non-conductive properties align directly 
with OSHA 1910.269 (1) (2)

SAFETY

Save Money with faster install, light-
weight design, less sprains and strains. Block 
body made from non-conductive materials to 
help reduce arc flashes. Rollers designed to 
protect conductors from damage.

Products Co-Created with Lineworkers for Lineworkers

Drone Stringing significantly improves
 efficiency by eliminating the myriad of issues 
with helicopters.  A light spring in the gate allows
 seamless Drone Stringing and the non-conductive
 guide stick allows easy landing.



Durable Spine
-1 ½” 6061 AL
-Engineered for

heavy use
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Standard Y ball
Hanging option
WLL: TBD

Large Capacity 
-Ø2’’ throat permits
passage for sleeves
and connections.

Non-Conductive
-Plastic Exterior Frame

-Reduced arc flashes

Dynamic Gate 
-Light spring allows
drone stringing
-Delrin limits galling
-Secures conductors
from derailment

Guide Arm
-Plastic/AL frame
-Light weight construction
(Sold seperately)

Delrin Wheels
-4” Machined Delrin
-Durable Anti-Galling

3”

DURABILITY

Made of Quality Materials our 
stringing blocks boast superior tensile strength, 
creep resistance, and durability. Lightweight 
and non-conductive properties align directly 
with OSHA 1910.269 (1) (2)

SAFETY

Save Money with faster install, light-
weight design, less sprains and strains. Block 
body made from non-conductive materials to 
help reduce arc flashes. Rollers designed to 
protect conductors from damage.



WORKING LOAD LIMIT: 
Base Mounted: TBD
Y ball Mounted: TBD 
TOTAL WEIGHT: 18 ½ Lbs
DIMENSIONS: 18” W x 8” D x 14 ½” H

18 ½ Lbs     TBD14 ⅝”

13” 13 ½ Lbs     TBD      TBD

     TBD

      TBD15” ― 30 ½ Lbs
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27 ½° 27 ½°

  Ø 2 x A

Patented Technology
US Patent # 10,998,700
US Patent # 10,763,648 
US Patent # 11,476,596
US Patent # 11,942,238  

Large Radius
-Eliminate conductor damage
-Seamless roller operation  
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